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Welcome to Lodar. TRANSMITTERS RECEIVERS DC

Probably the best Radio Control System at an affordable price.

Twenty-five years ago Electric winches were operated by hard wired controls. All Hydraulic winches were
controlled by levers. Television was now being operated remotely, so why not winches? “Infra red”was not
suitable but ‘radio” proved to be a successful option. A market was born.

Europe immediately embraced this technology and soon most commercial vehicles were fitted with
electro-hydraulic valves, to accommodate this remote radio switching option. America stayed with hydrau-
lic simplicity. However, the persistence of a few radio control manufacturers slowly convinced the market to
embrace this concept. US builders now regularly provide radio control as an option and, in many cases, as
standard equipment. Today, the radio control industry is sophisticated and diverse, providing remote switching

WHY LODAR™?

syslems lor a wide variely of applicalions. Mini
Lodar*is an industry leader, focused on safety with new product being constantly developed to maintain a Functions: 2 /4 a-a
competitive edge. Lodar® has a dedicated service team. We recognize that customers demand prompt atten- x:x?tIl:nETf E::;ig:;dz l/?i!ays

tion when something is not right — Lodar® provides that total support.
Go with your imagination - allow Lodar® to take control.

1. SAFETY -

Is your team working in a safe environment? Stay away from danger
zones — have control at 60 or 300 metre distance, depending on the
model. Lodar® is made to the highest safety standards, with the ability
to perform in the harshest of environments.
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Standard
Functions: 1/2/4/6

2. COST EFFECTIVE

Long wiring runs are expensive and incur labour costs. Lodar® can
climinate these costs by wiring the Receiver close to the valve controls.
Lodare pays for itself by decreasing manpower  two or three man jobs

can be completed by one operator. Standard FETS Deep FETS

Functions: 1/2%/4/6 Functions: 10 /16 /20*
3. FAST AND KNOWLEDGEABLE SERVICE

Lodar's* dedicated Distributors will assist customers with installation,
troubleshooting and warranty issucs, and they will, if possible, resolve
any issues over the phone. If necessary, they will ship a replacement
system within 24 hours, allowing you to return the faulty system within
/ days.

4.WARRANTY
Our 5-year pro-rated warranty is exceptional.

For the first 2 years, the warranty is unlimited. Your Distributor will
repair or replace free of charge, at our discretion, any product that is proved to be faulty due to poor
manufacluring.

For the following 3 years, the warranty is pro-rated. We will replace faulty product with new product at an P

attractive discounted price. .
Functions: 2/4/6/10/16 /20
RECEIVER AC

Standard FETS Keypad
Functions: 2* / 4* / 6*

5. CORPORATE LONGEVITY

Lodar®, the brand name, was created in the UK in 1988 by Skidmore 4WD Ltd. Martin Skidmore, a three-time
National Land Rover Champion and Tim Halford, the main Superwinch distributor, found a need in the market
for radio switching systems.

Over the years these two friends have built a global brand with an impressive list of Distributors, supplying a
wide variety of industries. These Distributors are able to help customers find the best system for their individual
needs

In 2013 Skidmore 4WD Ltd changed its name to Lodare Ltd., to better reflect the direction of the company.
In the US, after 20 vears of trading as Lodar?, the name was changed to Lodar® USA.

6. ALLOW LODAR’ TO TAKE CONTROL - -
Lodar" allows you to control, move, ramp up, start, switch, activate, deactivate or operate multiple functions Stainless Shift Standard Relays

atany given time. Functions: 2/4/6 Functions: 40 Functions: 2* /4*
Visil www.odar.com and call your local Dislributor for more information. Allow them Lo explain how Lodare

can improve your company’s performance. Lodar= Ltd is a registered 1ISO9001 and 1SO14001 company.

* As lilustrated.
The Locator, shown holding the Transmitter, is an optional accessory. See page 11 for more information.
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TRANSMITTERS

PRODUCT OVERVIEW

TRANSMITTERS

Choosing the right Transmitter is the first step to finding your Lodare system. With up to 20 functions
available (40 functions with Shift), Lodar® can satisfy operators across a broad range of industries.
FEATURES COMMON TO ALL TRANSMITTERS

+ RED BUTTON - turns Receiver off
« GREEN BUTTON - turns Receiver on

« LOW BATTERY - fast flashing LED
« EASY CODING - over 16 million codes for safety

Mini Standard IP

« A robust Transmitte” with IP67
waterproof rating.

- Large memarane buttons on &
wipc clean surface.

« Funclion Bullon Cuslomisalion. -seepcazs

= Suiteble for light industrial applications.
«IF 67 walcprool raling.

« Hils niccly in the palm of your hand,

« Facia Customisaticn Available.

« Fslablished in the | odar® range lo~
over 10 years.

- IP b5 water resistant rating.

- Large membrane buztons on a wipe
clean surface,

« knclesed with PVC 1 oCover, fits lirmly
in the hand.

- Function Button Customisation. - sezgug=

SPECIFICATIONS SPECIFICATIONS SPECIFICATIONS

SWITCH - RLboer membrane SWITCH +Tctic Jome SWITCH + 2ctile Jome
Wil ca“a0n corlzc.
BATTERY « 2% MR alkzline BATTERY + 1xPPY Alkel'ne BATTERY +1x A alkeline

manganes: (3 /11s) mar 3aese (2 Volis) angarcse 6Vol.s!

CURRENTDRAW - Quiescent: 1micn2r1os  CURRENT DRAW

- Operating: 70 Tiliaps

+Quiescent: 41~ amps  CURRENT DRAW
- Operating: /0 1 licros

- Quiescent: 5 M0 TS
- Operating: 1 rillicrios

PROTECTION - Reverse Polarity: PROTECTION - Reverse Polarity: PROTECTION » Reverse Polarity:
Po.cled Prciccted Prciccled
- IP Rating: 57 « IP Rating: s 67
- Registration Codes: - Registration Codes
Over 15 milioy Over 16 million
PERFORMANCE - Temp. Ran: PERFORMANCE PERFORMANCE
-0 Cto+ C
0+ 1317) 1 t0+1317)
~Range: 60 1 200F. from - Range: 60 m (200 f. ‘et
-, waen Jiving “he heeiver, wen Jiving “he Reeiver, ahen Jiving
@ momeatan oLtp at, @ MCTEtan output, amoT=Atan output,
wihout signal crop oLt wthout sicral drco oLt sithout sigral drco oLt
150 m (500 %) opticn 200 m (1.00C ft) opton 200 m (1,00C ft) optan
asalable ava'lable available
~Transmitted Power: - Transmitted Power: - Transmitted Power:
W ypcal 1 mik Tyoica 1 mi Tyoica
COMPLIANCE COMPLIANCE COMPLIANCE

See page 7 for more information. See page 7 for more information. See page 7 for more information.
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RECEIVERS

PRODUCT OVERVIEW

RECEIVERS

MASTER OUTPUT - WHAT iS THAT?

Most models are fitted with a Master Output, giving an extra independent control from the Trans-
mitter. Cxamples of use:

« An electro hydraulic power pack « Aclutch pump + Adump valve

The Master Output is factory configured in a continuous mode, allowing the Receiver to be active
all the time after pressing the Start button on the Transmitter. This Master Output can also be
configured in a paralle/ mode, where it will turn on/off as the function buttons are operated (refer
to Instructions). The Master Output can also be removed from operation on a function by function
basis, if required. It is totally flexible in its application.

Mini RX
3amp FET's

Compact Receiver
“or sall spaces.

STANDARD DEEP ZEYPAD
« Functions: 2
Blac< PVC Base & Clear _id .
T el Standard Receiver - 15 amp FET’s

2amp -kI's ClearLid allows sight of LED's for fault fincing.
-N!aster: ~ Optional « Functions: 27476  «Size: 59x47x2in
+ Size: 47%35x1.0in + Material: Black PVC Base &  «Transmitters:  Nini:Standard/ P

« Transmitters: Mini / Standard Clearlid . Range:
+ Range: « IP Rating: 6/ 45 mese o with Mini Transmitter
45 m e with Mini Trar smitter « Switching: 15 amp FET's 150 m .1 option available
150 m o012 opl'on available « Master: Oplonal 60 my « with Standard Transmitter

60 m ooy witn Szandard Trar smitter
200 m gt opt'on available

300 m ¢zt oplion available

Deep Receiver - 15 amp FET’s

Clear Lid allows sight of LED's for fault fincing. 2 cin deeper base to allow
for extra wiring. Same footprint as Standard Receiver.

Standard ) N6/ , )
Receiver « Functions: 10/16/20 .sSize: 59x/.7x275i"

« Material: Black PVCBase & « Transmitters: Mini/Standard/IP
5 amp Relays Clearlid .+ Range:

+ IP Rating: 67 15 m esowith Mini Iransmiller
« Switching:  15amp FFTS 150 m e:c v option available
* Master: Optional  ( m 1 with Standard Transmitter

300 m ¢ . option available

Cost efective version
of the 15 amp system.

« Functions: 2/<
Black PVC Base & L'd @ Keypad Receiver -15 amp FET’s

« IP Ratin 67
« Switching: 5amp Relays Clear 1id allows sight of I FD's for fault fincingy. Back up keypad n the event
« Master: Optional of alost T-ansmizter. Security Code option available.
- Size: . S9x=7x2in « Functions: 2/476 «Size: 5.9x4.7x2in.
+ Transmitters: Mini/standard - Materialz Black PVC iasc &  »Transmitters:  Mini/Standard/IP
* Range: . ) Clear .id .« Range:

45 m e with Mini Transmitter « IP Rating: o/ PP ——

150 m z0a1.: oplion availab o
60 m o mwith Stancard Transmitter
300 m ¢ o - option availab =

« Switching: 15amo kLIS 150 m =+ option available
« Master: Ouvtional 60 mw:: v with Standard Transmitter

300 M ( .. 1 option available
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NEW! One Function Transmitter

Lodar: now offers a One Function wireless option.

@,,ggf \ Turn the power ON/OFF to generators, water pumps,

e ) lights etc. The special One Function Receiver has
two outputs, one momentary and one latching —
take your pick.

See Standard Transmitter for full specification on page 4.

NEW! Stainless Transmitter

The Stainless Steel faceplate, with vandal proof
security buttons, is designed to work in the harshest
of environments. Ideal where the function buttons
arein use 24/7.

This 6 function IP enclosure can either be used for
2 or 4 function operations or modified with “SHIFT"
to give up to 12 functions. All with the relevant Receiver.

See IP Transmitter for full specification on page 4.

21-40 Function with SHIFT Option

The “SHIFT” option on this robust Transmitter allows a
mode change by simply depressing the Green Restart Button.
Different LED’s on the Transmitter indicate the relevant mode,
which will be matched with the required Receiver(s).

Fewer functions can also be operated this way when using
smaller Transmitters with relevant Receivers. For example,
if you feel a single 20 function Transmitter is too large then
you can chose to have a 10 function Transmitter in mode
format — 2 x10 functions.

See IP Transmitter for full specification on page 4.

The Locator is an optional accessory. See page 12 for more information.

M3IIAHIAO 1DONA0YUd
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Lodar’ meets the following safety standards.

Lodare is built in the UK and complies with all relevant safety and operational standards.

«EN 301 489-3 «FCC Approval Granted
«R&TTE (1999/5/EC) « Spectrum 433.92 MHz F1D CE!
* SAFETY Low Voltage Directive 300.683
EN 1SO 13849-1 2008 to Category 4 - 418.00 MHz F1D CE!
replaces BS EN 954-1 ( e o
BS EN 60204-1
«EMC 2004/104/EEC

« Lodar* Ltd. is an IS09001 and 14001

ETSI300-220 v1.1.1 approved company.

Approval Mark e11 037601

Warranty

Our 5-year pro-rated warranty is exceptional and rare.
For the first 2 years, warranty is unlimited. During that period our Service Department will repair or replace, free of
charge and at their discretion, any product that is proved to be faulty due to poor manufacturing. The warranty period is
taken from the date the goods leave our factory, although we will accept a later date if the Distributor can confirm date

of purchasc.

For the following 3 vears, the warranly is pro raled. During thal period, they will replace faully product with new
product at an attractive discounted price. Each Distributor sets these prices.
Limited Warranty.
Todor 7 “Sel e worrar ts to the wric nal buyer (Vou') ol ports anc components <
fror provable date of pu-zhase. /iny Ledz+” product tha: s faulty wil be recaied o

s cFfaults 1 noeria s worki cnshio ©+0 perics Sftwe 2. yeors
ced wizho.it cha'ge c vo., upon corrclenzz with thase oroced. res,
HheVeamantes set e oxdusieard i sof ol Warantics wheth o o willen, sxpress orimp cd
Limited Warranty Performance Procedure
Lpor ciscovery of a faulty Lodar® produc, yeu shall noty the Seller i wrizing, at h's fazzcry or et any a. trerized distr'butor, deta'ls o the said fault an rrail,or
c herwise shic 1l ocar proc iy
21 (1) workig days afe”tie -eceipt of tne faulty Lodar® product. “he Seller =r its 2. tncrized discrib. tor, may ~1a<e reascnzcle crzrges

accomp ishad withir
for fopzts 1l are ~cl <ovared oy s Limi.ce Wartar Ly

L postage ot other g prepaid. Beoairs o reph-eeen.s by the Sellerurd s Himid W

Warranty and Remedy Limitations and Exclusions

The *> lowng exclusions o ivitaticns of Warraties znd limitasions o reredes shzll be excressy applcabe

Express Warranties. <cllcr veara=1s 19al -he Lovar is as dascriber i+ he*_oear Owners tania *pro /ded aowith: no ol er oxpress Weranly s mace i- respes

tothe ocar. Feny meJel crsor cle wes show < yo., s.ch node o samp e was sed for ilstaive pure oses oy, ar dshellncs e conscred as e Waranty ot

the Loda ™ wil zer“orm ta the sarzle o modz
Implied Warranties. 11 . 11 1'c.; Warinly of il e ity ar da Tt rlic I Werantics shall oaly edend Forr e provas e calc of purc: ese o two () years

Some Stares wikhin the USA d not allow ' tations 01 Fow cng ar imp ied Wartenty loscs, 50 the < ove [ =itation may ~ct app y to you

Limited Warznty ool gziio herein, t-e 52 lrs-all not c responsibls fer ir cderial
y fanllin, o 1 function, o e of 1

ply

damzes of any <o forconsoquenal L

s prepety s o polts anloss of us

e~closzd _ocar®. 5ome Sates withir the LSA do nozz low the 2
1o you.

lusion or limita-ion o irc'dental or conszquentia Jzmages, sc the zbove [+ tzton May =t

n of Warranty. Ihe Sl shal tol b quicee . cor ey wihitsWeranty diies provid «d “ccic 1 fu 1, na function or il F1c Lodare wes

by dzmage ot rzs. ting frorr fau ty cr malfi Actio=ing zomponen:s) o .nreascnazle use by you. Unreaso~zble _se s-zllindl.de, but not 2 [ mited to,
aitacul comalznce vilh 1~ ins.muclin”s conlainoe i he Lovar®
ing the defects in cr

burcrs anc sroloyees of the Sel er are et

cau

1he failre o provide easonab o and necessary mair lenarce o installzon or use of 126 Lodar®
Owners mor ol Sellers ity ur der tis Worrar ty crfor ary loss o dorrcge < the lodar procuct s
rep acing “he Loz ped.ct, ans upen expirztion of the Warrzaty perioc, all sch iability snall terr= e Th

awhoics ¢ mibemod i s o s Weranty, o diiomal Waran ios b o the Seller Accerdingly, wd stions: statcmests, wecther oral o witlen, de ne
conseiuts War-anties ard should rot be -2 isd . pon

Legal Remedies of the Buyer

s linited . csyon specfc legaltig-ts, ard yo. may ko have: o her legal tig-ts, waich iy very o <l 1ot wi hin.he 54 ans fiom cou 1y

to.country. You 50 Fz re Falied Weranty ights. I the 2t ent of & problam wich Lirrited War-anty service o <2fornarce, you may o2 3blzto cc toa siall claims
courtastala coutora ‘adava Fskict courl i1 he USA or 1o asproprale uriscictons oulse he USA

Inquiries

Any naires -agarding complia~ce wi-h Waantiss peovicec hereir may be add-essed in wiiting to: Loda)” Limited, 60 Sandwell Street, Walsall WS1 368, England.

34VS INJWJIND3 ANY 31d03d HNOA DNIdIIN
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CUSTOMISING

TRANSMITTER CUSTOMISING

Since Lodareis used in many different applications, our
Transmitters can be customised to fit your needs.
The following customisations are possible:

MAGNETS

Lodar- Standard and

IP Transmitters can be
fitted with magnets to
enable you to place the
transmitter on a metal
surface.

ndar For OEMs buying in
Lrrert-7S volume, we can private
label the Transmitter
with your brand.
Tooling charges apply.

CONFIGURE LEGENDS
Choose the right legend
to fit your applications.
We have hundreds of
options possible. Service
is complementary.

Go to:
www.iodar.com/inserts.htm

RECEIVER CUSTOMISING

All Lodare is set up in the factory with momentary functions, horizontal
inlerlocks and a 30 minule aulomalic limeoul.

Lodar’s» sophislicaled sollware can be modified for a wide variely of
applications providing endless possibilities.

TIMED LIMITS

Using software
modifications,
Receivers can be
set to operate
with a variety

of timings. An
example might a
be where a delay
is required for

a function to
activate AFTER
the Transmitter
function button
has been pressed.

SWITCHES

Add switches to the side of
the Receiver to cut off power
and control the system.

LATCHING

Where a function Is being
operated for an extended
period it may be wise to
consider a latching option —
once pressed, the button
will stay on until it is pressed
again to turn it off. Latching
is great for long winch lines
or cycle times but you need
to consider safety - you
must be able to turn it off!

REMOVE INTERLOCKING

All Lodar" units are factory set
with horizontal interlocking,
that is to say you cannot
activate an output on
function two when function
one is operational. A bad

idea for a motor — it would
not like to go both ways at

DNISINOLSND

the same time! A software
change would allow either
the removal of any interlocks,
the establishment of vertical
as opposed to horizontal
interlocks or, in fact,

any sequences that you
might want.

REMOVE THE
MASTER OUTPUT
You may wish to have the
Master operational

on certain functions and
not on others - modified
software can achieve this.

WATCH THE VIDEO

Learn how to choose your legends by watching the vic

+ POTTING /RUGGEDISATION
Rougl condi.'ors? olling prolecls
the Receiver PCB ooard from
oxrame vibration. A silicons gel
covers all the eleclronic components.

+ WIRING HARNESS

Lodar 2 /4 / 6 funciicn systems come
wilh & 10 focl witing hairess. We can make
U0 ANy AAMEss you wisa, o your own
wi‘ing d'agrams, to sgeez Lp installation Alterr atively, there may be & "umber o
in a procuclion ine. The use of SureSeal Rece'vers required in zifferant locations
cor nections, showr anove, can also provise  one Transmillel cen be sel up Lo operale
a watcroroof ccnnection i the bamess. each o” tham individually.

+ CONTROL MULTIPLE RECEIVER

lodar” can be pregrammed Lo cortrol mullip e
Rece'vers from the same Iransritter (e.g. 7o
oper a number of doo's simultar eously)

www.youtube.com/lodarsales
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HOW DO | KNOW WHAT LODAR PART NUMBER TO ORDER?

There are dozens of Lodar systems available and the part numbers can be overwhelming. By answering the

AIR

Why do I need an Actuator System?
Why can’t | use a normal radio remote
control system?

lollowing questions, you will help your distribulor pinpoinl Lhe I odar* thal fils your needs.

1. RANGE I here are many trucks in the market
where, historically, the only means of
controlling the vehicle functions are by
hydraulic valves with levers — and they
continuc to build these vehicles.

Working these functions by a radio remote
conlrol is becoming more and more popular.
The obvious safety benefits, as well as the
flexibility to manage the recovery with just a
single operator, are together proving to be a
necessity, not just an option

With only hydraulic controls, however, there is nothing to switch; no electrical control at

What distance do you want to work to?
0 60 m (200 ft) ©> 300 m (1,000 ft.)

ORDERING

2. FUNCTIONS

How many functions do you want?
Forexample, a winch will have 2 functions (iN/OUI )

SW3ILSAS HOLVYNLDY
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02 o6 O 10 D14 D18 D 20+ all. The only choice available, for those that want to convert to radio control, is to change to
O 4 08 012 D16 D 20 electro-hydraulic valves. This would provide an electrical switching option but at a cost that
most operators would not consider.
The Air Actuator System by Lodare will now allow your vehicle to be easily and inexpensively converted
3. TRANSMITTER to the radio remote control option, by providing electrically operated air valves. These control the Air Ac-

What Transmitter style do you like? Check page 3 -5 of the catalogue.

O Mini 2 -4 Functions Waterproof

O Standard 2-6 Functions Water Resistant
O Stainless 2-6 Functions Waterproof
[oN14 2-20 Functions Waterproof

) Shift 20+ Functions Waterproof

4. AMPERAGE

What amperage are you switching? Don't knowv - then the default is 15 amps.

O 3amps O 5amps O 15amps

5. ADDITIONAL QUESTIONS

Here are some additional questions:

YES NO If you are ordering more than one system will they
be working in close proximity to each other?
YES NO Are you mounting the Receiver in a confined

space or in a tool locker, or something similar?

YES NO  Areyougoing to need an additional function out
put, to maybe work a power pack?

YES NO
YES NO

Is there likely to be extreme vibration?

Will any of the functions need to be latching?

tuator. The Actuator itself is fitted above the lever control rod, with one end attached to the rod itself and
the other end to the chassis. The air supply is controlled through the air valves (see fitting drawing) which,
in turn, are switched by the Lodar Radio Remote Transmitter/Receiver system.

Can you have more than one vaive operated by this system?
Yes. We offer up to 16 functions (8 Actuators) for the ultimate vehicle control.
Discuss your requirements with your local Distributor.

What if| do not have an air supply on the vehicle?
The purchase of a small, inexpensive air compressor will resolve this problem.
Itis always a good idea, anyway, to have an air supply available.

Can | operate the levers, even though there is an Actuator fitted?
Yes, you can override the Actuator control at any time.

Can | fit this system to any vehicle?
As long as there is a control rod for the Actuator to be fitted to then this system is universal.

THE ACTUATOR

Simple to fit
One weld and one bracket Control Lever
Housing

/uppon Channel across vehicle /

Cylinder

y <——> ControlRod * o,
Control rod setup on a popular carrier showing
air cylinder in an ideal mounting position

sissey

Bracket

18197 [03UCY =

Weld

<

Simple to pipe
Push fit pipes to cylinder - colour coded
Connect blue pipe to the air supply

* For more detailed specification information about the actuators, go to www.lodar.com.
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BACK UP SYSTEM

Lodar- has a range of hard wired remote controls that connect directly
to the Receiver, ideal if the Transmitter is mislaid or damaged. These
controls use the same enclosure as the IP Transmitters but have a high
quality “curly” cable attached, stretching out from .45m to 4.5m.

The cable will not lose its shape if used continuously.

LOCATORS

Lodar- offers two styles of LoCator,
housing the Transmitter when
it's not in use. Choose between a

9602 2 Function Wired Remote
9604 4 Function Wired Remote
9606 6 Function Wired Remote

ACCESSORIES

1dinN9 1OnAaodyd

[T1] basic LoCator or one with a buzzer 9610 10 Function Wired Remote

Q and Iight, us.ed tg warn that.thle 9616 16 Function Wired Remote

— Transmitter is missing from its 9620 20 Function Wired Remote

o | holder. Alert settings are chosen oo
on the back of the LoCator and >~

w can be customised.

- Q

(@] 9812  LoCator for Standard & IP Transmitters D
9813  LoCator for Standard & IP Transmitters with Buzzer/LED m

o} N

=) S

2 WATCH THE VIDEO EXTERNAL AERIALS :\D

o | earn about our | Lodar’s: performance may be compromised if the Receiver is mounted 81

in a position that causes the reception to be reduced, such asin a
toolbox or deep in the chassis. Adding an external aerial maintains
full operating range of 60/300 metres (200/1,000 ft.) in these adverse
o conditions. An external aerial is simply added to the SMA fitting on
the PCB. An aerial will NOT increase the stated range.

www.youtube.com/lodarsales

Please note: you will need to request an SMA connector, if ordering a
2 function in the 90 or 91 series. it does not come as standard and wilt
have to be soldered to the Receiver PCB.

9010  SMA Aerial Connector for 90 & 91 Series

9860  Aerial mast only

9861  Aerial with 1 m (3.3 ft.) of Cable & Aerial Mast
9862  Aerial with 1.6 m (5.3 ft.) of Cable & Aerial Mast
9863  Aerial with 3 m (10 ft.) of Cable & Aerial Mast
9869  Aerial with 9 m (30 ft.) of Cable & Aerial Mast

LOCOVERS

If the Transmitters are used in dusty or very
dirty environments a LoCover might help
prolong the life of the keypad. A lanyard
isincluded.

Standard Transmitters are supplied
with Part 9801.

SOLENOIDS

Lodar- has a range of high quality solenoids, to carry loads that are
well in excess of the 15 amp relays in the Receivers. Ask your local

9801  Silicone - supplied with all Distributor for more information.

Standard Transmitters
9802  Clear Plastic IP67 - all Standard
Transmitters p
9804  Fabric/Clear Face - 2-6 Function Standard Transmitters
9805  Fabric/Clear Face - 2-6 Function IP Transmitters
9806  Fabric/Clear Face - 10 Function IP Transmitter
9807  Fabric/Clear Face - 16 Function IP Transmitter
9808  Fabric/Clear Face - 20 Function IP Transmitter

9820 Solenoid 12V, Motor Isolation (Continuously Rated)
9821  Solenoid 24V, Motor Isolation (Continuously Rated)
9822  Solenoid 12V, DC Motor Forward/Reverse Standard
9823  Solenoid 24V, DC Motor Forward/Reverse Standard
9824  Solenoid 12V, DC Motor Forward/Reverse Heavy Duty
9825  Solenoid 24V, DC Motor Forward/Reverse Heavy Duty
9826 Relay 12V Changeover

9827 Relay 24V Changeover

12 | www.lodar.com www.lodar.com | 13

937104K 4 Function FET Receiver + Keypad, Master & Standard Transmitter 93340TX 40 Function IP Transmitter + Shift Function (20 Function TX)

93106K 6 Function FET Receiver + Keypad, Master & Standard Transmitter 93506TX 6 Function IP TX + Stainless Keypad (HD) 9620

91004 4Function Relay Receiver + Master & Mini Transmitter Solenoid 12 Volt, Motor Isolation (Continuously Rated)

93202 2 Function FET Receiver + Master & IP Series Transmitter 9821 Solenoid 24 Volt, Motor Isolation (Continuously Rated)

TRANSMITTER AND RECEIVER SYSTEMS DC 9616 16 Function IP Series - 4.5 m curly cable wired remote control o

Relays 5 amp 2300001000 1) Rance 9620 20 Function IP Series - 4.5 m curly cable wired remote control o)

4511 (150 1) Rance: 93000K 2 Function FET Receiver-+ Keypad & Mini Transmitter 93101TX 1 Function Standard Transmitter 9801 LoCover Silicone Rubber & lanyard, 2/4/6F Standard Transmitters o

20000 2 Function Relay Receiver & Mini Transmitter 93002K 2 Function FET Receiver + Keypad, Master & MiniTX 931027 2 Function Stendard Transmitter 9802 LoCoverIP67, Clear & lanyard, 2/4/6F Standard Transmitters

90002 2Function Relay Recelver + Master & Mini Transmitter 93004K 4 Function FET Receiver + Keypad, Master & MiniTX 93104TX 4 Function Standard Transmitter 9804 LoCover Fabric, ZIP & lanyard Standard Transmitters + Switch (w]

90004 4 Function Relay Recelver + Master & Mini Transmitter 300 (100051 Rance 93106TX 6 Function Standard Transmitter 9805 LoCover Fabric & lanyard, 2/4/6F IP Series Transmitters c

601(200 ) Rane 93100 2 Function FET Receiver & Standard Transmitter 93204TX 284 Function IP Transitter (4 F Keypad only available) 9806 LoCoverFabric &lanyard, 107 P Seres Transmtters

90100 2 Function Relay Receiver & Standard Transmitter 93101 1 Function FET Receiver & Standard Transmitter 93206TX 6 Function IP Transmitter 9807 LoCover Fabric & anyard, 16F IP Srles Transmitters (@]

90101 1 Function Relay Recelver & Standard Transmitter 93102 2Function FET Receiver + Master & Standard Transmitter 93210TX 10 Function IP Transmitter 9808 LoCover Fabric & anyard, 20F [P Seies Transmitters TX -]

90102 2Function Relay Receiver 1 Master & Standard Transmitter 93104 4Function FET Receiver + Master & Standard Transmitter 93216TX 16 Function IP Transmitter Allsupplied with a Lanyard

90104  4Function Relay Recelver + Master & Standard Tansmitter 93106 6 Function FET Receiver-+ Master & Standard Transmitter 932207X 20 Function IP Transmitter 9812 LoCator for Standard & IP Transmitters len)

- i 93100K 2 Function FET Receiver + Keypad & Standard Transmitter 933207X 20 Function IP Transmitter + Shift Function (10 Function TX) 9813 Lo-Cator Electronic for Standard & IPTX, + LED & Buzzer

91000 2Function Relay Recelver & Mini Transmitter 93102K 2 Function FET Receiver + Keypad, Master & Standard Transmitter 93332TX 32 Function IP Transmitter + Shift Function (16 Function TX) %15 Lo-Cator magnets fitted to 9801 Lo-Cover c

91002 2Function Relay Recelver + Master & Mini Transmitter 9816 Lo-Cator magnets fitted to any IPTX or Pendant —_—
O
m

PRODUCT GUIDE: PURCHASING CHART

91100 2Function Relay Receiver & Standard Transmitter ! ! ! ; 9822 Solenoid 12 Volt, DC Motor Forward/Reverse Standard
] 93204 4 Function FET Receiver + Master & IP Series Transmitter ] 00
91101 1 Function Relay Receiver & Standard Transmitter ! . ! ; 9823 Solenoid 24 Volt, DC Motor Forward/Reverse Standard
] 93206 6 Function FET Receiver + Master & IP Series Transmitter RECEIVERS !
91102 2Function Relay Recelver + Master & Standard Transitter . - ; 9824 Solenoid 12 Volt, DC Motor Forward/Reverse Heavy Duty
91104 4Function Relay Receiver + Master & Standard Transmitter 93210 10 Function FET Receiver + Master &1P Series Transmitter 45/60 1 (150/200 £7.) Rance (Depends on choice of Tansmitt 9825 Solenoid 24 Volt, DC Motor Forward/Reverse Heavy Duty o
93216 16 Function FET Receiver + Master & IP Series Transmitter 45/60.1(150/200 11.) RANGE {Depends on choice of Transmitter) o8 oy v vy =
93220 20 Function FET Receiver + Master & IP Series Transmitter 9000RX. 2 Function Relay Receiver elay 12 Vol
9002RX 2 Function Relay Receiver + Master Output 9827 Relay24Volt =
FETs 3amp 93202K 2 Function FET Receiver + Keypad, Master & IP Series TX 9004RX 4 Function Relay Receiver + Master Output 9828 Relay 12 Volt Changeover on PCB m
45 w (150 £r) Rance zi ; ﬁéi 2 E“m‘_"" Eg se‘ef"e' + Eey"ag' m“wz :E ze’fes E 150/300 1 (500/1000 1.) RANGE (Depends on choice of Transiter) 9829 Relay 24Volt Changeover on PCB
11000 2 Function FET Mini Receiver & Mini Transmitter unction FET Receiver + Keypad, Master &P Series 9100RX 2 Function Relay Receiver 9831 DC Power Filter Kit 15 amp I
11002 2 Function FET Min Receiver + Master & Mini Transmitter 93326 20F +6F FET RX both + Master & 20F IP Shift Transmiter 9102RX 2 Function Relay Receiver + Master Output 9832 Switchwith sealing hood - Receiver ON/OFF (S35) >~
604(200 £2) Ravce 93330 20F + 10F FET RX both + Master & 20F IP Shift Transmitter 9104RX 4 Function Relay Receiver + Master Output 9833 Switchwith sealing hood - Receiver ON/Master output (537) (U2
11100 2 Function FET Mini Receiver & Standard Transmitter o ;gi + ;gi Eg gi g":: + xaste’ i ;gi :E i:‘g?a"s'"‘tte’ 45/60. (150/200 £1) Ranst (Depends an choice of Transmitter) 9834 Switchwith sealing hood - Manual override 9202RX (539) —
11102 2Function FET Mini Receiver 1 Master & Standard * oth + Master it Transmitter 9200RX 2 Function FET Recelver 9845 9Voltalkaline battery packof 10 =
Transmitter 9202RX 2 Function FET Recelver + Master Output 9860 Standard Aerial Antenna Only )
9204RX 4 Function FET Receiver + Master Output 9861 Standard Aerial assembly + 1 m (3.25 ft) cable
o TRANSMITTER AND RECEIVER SYSTEMS AC 9206 RX 6 Function FET Receiver + Master Output 9862 Standard Aerial assembly 1 1.61 m (5.3 ft) cable m
FET's 15amp Relays 5 amp 9210RX 10 Function FET Receiver + Master Output 9863 Standard Aerial assembly + 3 m (10 ft.) cable :E
45 (150 £1.) Range: . 9216RX 16 Function FET Receiver + Master Output 9869 Standard Aerial assembly + 9 m (30 ft.) cable
: ' 45/60 1 (150,200 £1) R (Depends on choice of Transmitter) 9320RX 20 Function FET Recalver 4 Master Outiat
SR b T it 9100 2 Function AC Relay Receiver & Standard Transmitter unction PR Recetver + Master Outpu 9871 Potting for ruggedization "90 Series” Receivers 2,4 &6 Function B
02000 4 F""““’" wer RE‘E"’e’ * M“f' N M'”' T’a"s'“‘“e' 96102 2 Function AC Relay Receiver + Master & Standard Transmitter 9200RXK 2 Function FET Receiver + Keypad 9872 Potting for ruggedization "90 Series" Receivers 10,16 & 20 F 0
unction FET Receiver + Master & Mini Transmitter 96104 4 Function AC Relay Receiver + Master & Standard Transmitter 9202RXK 2 Function FET Receiver + Master Output & Keypad 9873 Potting for ruggedization "80 Series" Receivers 10,16 & 20 F -
Z; g ggi 5 E""““’” Eg ﬁece!"e’ * Eeypaj g,“AM'"' T;M_ i1 96200 2 Function AC Relay Receiver & [P Transmitter 9204RXK- 4 Function FET Receiver + Master Output & Keypad 9881 Software Configuration 2, 4 and 6 function Receivers
unction FET Receiver + Keypad, Master & Mini 66202 2 Function AC Relay Recever + Master 1P ransiter 9206 RXK 6 Function FET Receiver + Master Output & Keypad 9882 Software Configuration 10, 16 and 20 function Recelvers o
92004K - 4 Function FET Receiver + Keypad, Master & MiniTX 96204 4 Function ACRelay Receiver + Master & IP Transmitter 150/300 1 (500/1000 £1.) Ranc (Depends on choice of Transmitter) 9883 Software Configuration 80 series Receivers
604200 1) Rane ; >
e e o FET Recelver & Standard Transmit 150 /300 1 (500/1000 £r.) Range (Deper Transmitter) Z; gg gi ; E“"C‘!‘"‘ Eg gece_“’e' Master o
G101 1 Funcion ET Receiver & Standard Trammicer 97100 2 Function AC Relay Receiver & Standard Transmitter 9B04RX 4 Fungfon ol recener + Mas:e’ outpu: ACTUATORS - AIR (N
97102 2 Function AC Relay Recelver + Master & Standard Transmitter unction PET Receiver + Master Outpu i . )
92102 2Function FET Receiver + Master & Standard Transmitter 97104 4 Function AC Relaz Recelver + Master & Standard Transmitter 9306RX 6 Function FET Receiver + Master Output 60w (200 ¢v.) Rance: Air Actuator System with Standard Transmitter
92104 4Function FET Receiver + Master & Standard Transmitter 9310RX 10 Function FET Receiver + Master Output 1150 2 Function Recelver/Transmitter/Actuator 12 Volt ™
92106 6 Function FET Receiver + Master & Standard Transmitter 97200 2 Function AC Relay Receiver & P Transmitter 9316RX 16 Function FET Receiver + Master Output 92154 4 Function Receiver/Transmitter/Actuator 12 Volt + Master %)
97202 2Function AC Relay Receiver + Master & IP Transmitter i wver i | " !
92100K 2 Function FET Receiver + Keypad & Standard Transmitter 97204 4Function AC Relay Receiver + Master & IP Transmitter 9320RX 20 Function FET Receiver + Master Output 92156 6 Function Receiver/Transmitter/Actuator 12 Vol + Master (%)
92102K 2 Function FET Receiver + Keypad, Master & Standard TX Y 45/60 m (150 / 200 e1.) Rance (Depends on choice of Transmitter) 92158 8 Funcuqn RECEWEI/Tlansm\t.ter/A(lualor 12Volt + Master Q
92104K 4 Function FET Receiver + Keypad, Master &Standard TX 9600 RX 2 Function Relay Receiver AC 92160 10 Function Recelver/Transmitter/Actuator 12Volt + Master
92106K 6 Function FET Receiver + Keypad, Master & Standard TX TRANSMITTERS 9502RX 2 Function Relay Receiver AC + Master Output 2166 16 Func;on Rfcbe/wermansm-;terZ\cmator 12Volt + Master \:D
_ ) ) i ! (24 Volt available on request for the same price)
92202 2Function FET Receiver + Master & P Series Transmitter 9604RX 4 Function Relay Receiver AC + Master Output m
92204 4Function FET Receiver + Master & P Series Transmitter 251 (150 ¢r.) Ranice 150/300 1 (500 / 1000 £1.) RawsE (Depends on choice of Transmitter) 9918 AirValve only 12 Volt (02}
92206 6 Function FET Receiver + Master & P Series Transmitter 90002TX 2 Function Mini Transmitter 9700RX 2 Function Relay Receiver AC 9919 Actuator it 12V- no Actuator 9920
92210 10Function FET Receiver -+ Master & IP Series Transmitter S0004TX 4 Function Mini Transmitter 9702RX 2 Function Relay Receiver AC + Master Output 9920 Actuator only - with elbows and brackets

92216 16 Function FET Receiver + Master &P Series Transmitter
92220 20 Function FET Receiver + Master &P Series Transmitter

92202K 2 Function FET Receiver + Keypad, Master & IP Series TX.

150 (500 £r.) Rance

910027X
91004TX

2 Function Mini Transmitter
4 Function Mini Transmitter

9704RX 4 Function Relay Receiver AC + Master Output

©2204K 4 Function FET Receiver + Keypad, Master & IP Seies TX g‘z’ ;‘;‘;‘)’(”% ?‘"G: Stondord Tt ACCESSORIES
92206K 6 Function FET Receiver + Keypad, Master & IP Series TX unction Standard Transmitter 8
P 92102TX 2 Function Standard Transmitter 9010 SMA aerial connector fitted to 90 & 91 series
92326 20F + 6F FET RX both + Master & 20F IP Shift Transmitter 92104TX 4 Function Standard Transmitter 9011 Stop &RS232 connectors fitted to 90 & 91 series
92330 20F + 10F FET RX both + Master & 20F IP Shift Transmitter 92106TX 6 Function Standard Transmitter
92336 20F +16F FET RX both + Master & 20F IP Shift Transmitter 9160 3.1'm-2Core Round -32/0.2 - 1.00mmz2 - SureSeal connector
92340 20F + 20 FET RX both + Master & 20F IP Shift Transmitter Ziig‘gi Zi“‘F(“_"“;ﬁ;'”'ﬂ”_;m‘e"“FKeYPﬂ“ only available) 9161 6.15m-2Core Round -32/0.2 - 1.00mm?2 - SureSeal connector
unction P Transmitter 9170 3.1m-4 Core Round - 32/0.2 - 0.75mm2 - SureSeal connector

92502 2Function FET Receiver + Master & PTX with Sainless kP 92210TX 10 Function IP Transmitter 9171 615 m-4Core Round -32/0.2 - 0.75mm2 - SureSeal connector
92504 4Function FET Recelver + Master & IP TX with Sainless KP 92216TX. 16 Function IPTransmitter T o e oragen ooty
92506 6 Function FET Receiver + Master & IP TX with Stainless kP 92220TX 20 Function [P Transmitter DB Brem o o 32103 a2 Sirccnconmector
3000 Function FET Recelver & Mini Transmitter 923207X 20 Function IP Transmitter + Shift Function (10 Function TX) 9604 4 Function IP Series - 45 m curly cable wired remote control

! e 92332TX 32 Function IP Transmitter + Shift Function (16 Function TX) 9606 6 Function P Series - 4.5 m curly cable wired remote control
93002 - 2Function FET Receiver + Master & Mini Tansmitter 92340TX 40 Function IP Transmitter + Shift Function (20 Function TX) i o5 i
93004 4 Function FET Receiver + Master & Mini Transmitter 9610 10 Function IP Series - 4.5 m curly cable wired remote control

92506TX 6 Function IPTX + Stainless Keypad (HD)
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